POWER AMPLIFIER
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True RMS output power
High efficiency 2 step outpower

«  Clean and powerful AB class circuit
Huge capacity of Digital power
supply

- Full Protection circuit design

- Input level Attenuators

Automatic output level clipping
control

. Soft start on/off
Precise Logical LED level meter
Variable speed cooling

SPEAKER
ouTRUTS
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H1500

H2500

750W + 750W, 4 ohm

1250W + 1250W, 4 ohm

Output Power (RMS) 450W + 450W, 8 ohm

750W + 750W, 8 ohm

1500W, 8 ohm bridge mono

2500W, 8 ohm bridge mono

Input Sensitivity (4 ohm / stereo) +4.0dBu +4.0dBu
T.H.D. (1 kHz, f=20Hz-30kHz) <0.05% <0.05%
Signal to Noise Ratio >104dB >104dB
Frequency Response 20Hz - 30kHz 20Hz - 30kHz
Crosstalk (RL=8 ohm, Half power) >63dB, TkHz >64dB, 1kHz
Damping factor (RL=8 ohm, f=kHz) >350 >350
Output Circuitry AB class H class, 2 step
Controls Front : Gain control knobs

Rear : Stereo/Mono Bridge, Clip Limiter, HPF switch

Short circuit, Current limit, DC detection, Main Voltage detect, Thermal, Power supply shut down, AC line
fuse

Protection Circuits

Cooling Fan Two step speed

Indicators Power (Green), Protect (Red), Clip (Red), Mono Bridge (Green)
Power Consumption (1/3 power) 850 Watts 1100 Watts
Dimensions (WxHxD) mm 483 x 88 x 425 483 x 88 x 460
Weight (Kg) 12 14




